## Description

1. **Back View**
   - 40.0 mm x 50.0 mm dimensions are indicated.
   - Key 1 and 2 are marked.

2. **Top View**
   - 2.80 mm, 6.20 mm, and 31.6 mm measurements are shown.
   - 4~Ø4.30, Ø33.0, and 29.10 TYP dimensions.

3. **Panel Cut Out**
   - 29.10 mm, Ø33.0, and 4~Ø4.30 sizes are specified.

## Dimensions

<table>
<thead>
<tr>
<th>AP Type</th>
<th>P/N</th>
</tr>
</thead>
<tbody>
<tr>
<td>AP-3-22</td>
<td>156-4402-003</td>
</tr>
<tr>
<td>AP-4-22</td>
<td>156-4402-004</td>
</tr>
<tr>
<td>AP-5-22</td>
<td>156-4402-005</td>
</tr>
<tr>
<td>AP-6-22</td>
<td>156-4402-006</td>
</tr>
<tr>
<td>AP-8-22</td>
<td>156-4402-008</td>
</tr>
</tbody>
</table>

### Notes

1. The diameter of the 4 mounting holes on the panel cut out depends on the size of the screw to be used.
2. For example: For an AP-4-22 use ASSY No. 128157-0004.

---

### Table

<table>
<thead>
<tr>
<th>Item</th>
<th>Part No.</th>
<th>Description</th>
<th>QTY</th>
<th>Dimensions in Millimeters</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>248-4422-000</td>
<td>AP MK II 22 SHELL</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td></td>
<td>248-4422-000</td>
<td>EP/AP PIN INSULATOR ASSEMBLY</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td></td>
<td>248-4422-000</td>
<td>SEE CHART</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td></td>
<td>248-4422-000</td>
<td>SEE CHART</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

**Scale**: 2:1 UOS (Unique Orignating Scale)

**Dimensions**:
- Linear: x0.50
- Angular: x0.25

**Reference**
- REV: 03-03-00
- CHANGE DETAILS: R.D.
- DATE: 03-03-00
- M.N.H.: 24-04-01

**Notes**
- This document is the property of AMPHENOL AUSTRALIA PTY. LTD. No part thereof may be reproduced and used without the prior written consent of the owner.
- Part: AMP-22
- Author: T.N
- Date: 18-09-01
- APPROD: P.M
- Date: 11-10-01

---

**Sheets**
- Sheet 1 of 1

**Amphenol**
- Amphenol Australia Pty. Ltd., 1 Tempe Rd., Caddens, NSW