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XLR Connectors
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E. G .  AX3MDVB-AU-M3 BULK 
AX (Series Prefix), 3 contacts, Male, D Small Flange, Vertical PCB Contact, 
Black Polyester Finish, - AU (Gold Plated Contacts), - M3 Mounted Holes, 
BULK Packaged.

SERIES PREFIX AX	 =	 Series Prefix

CONTACT LAYOUTS

3	 =	 3 Contacts

4	 =	 4 Contacts

5	 =	 5 Contacts

6A	 =	 6 Contacts

GENDER
F	 =	 Female Socket Contacts

M	 =	 Male Pin Contacts

SHELL STYLE D	 =	 Small Flange 
		  (front or rear mounting)

SHELL SERIES
Blank	 =	 Solder Bucket

V	 =	 Vertical PCB Contact

SHELL FINISH1
Blank	 =	 Nickel Plated Finish

B	 =	 Black Polyester Finish

CONTACT PLATING2
Blank	 =	 Standard Plating

AU	 =	 Gold Plated

MOUNTING HOLES
Blank	 =	 Through Holes

M3	 =	 M3 Threaded Holes

PACKAGING
Blank	 =	 Individual Bags

BULK	 =	 Bulk Packed

AX 3 M D V B - AU - M3 BULK

Note:
1 Ground contacts are not supplied with the black polyester finish shell option.
3 Non-Latching Versions (Female) available - Please contact us for part number options.

AX Series Chassis Mount


