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[-106] [.997] METAL FRONT SHELL FINISH LED COLOR
NICKEL LEFT_| RIGHT
RIX8FB6HRGEB RED GREEN
RIX8FB6HRYEB RED | YELLOW
RIX8FB6HRREB RED RED
§ RIXS8FBGHGREB GREEN RED
‘;g. ~ RIX8FB6HGYEB GREEN YELLOW
e
N~ RIX8FB6HGGEB GREEN GREEN
RIXS8FBGHYREB YELLOW RED
RIX8FBEHYYEB YELLOW YELLOW
RIX8FB6HYGEB YELLOW | GREEN
RIX8FB6HUUEB BLUE BLUE
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R 2000 | Q 1. MATERIALS:
Q [.038] NI
[ 100] [079] - PLASTIC INSERT & HOUSING: HIGH TEMPERATURE THERMOPLASTIC FLAMMABILITY RATING
2.54 UL94V-0 DSM Stanyl, 30% BLACK
4x21.00 [.100] 127 - FRONT METAL SHELL: ZINC ALLOY ZAMAK 3, NICKEL PLATE (B TYPE).
[.039] e [.050] - CONTACTS: PHOSPHORE BRONZE, 1.27 um GOLD PLATE ON MATING SURFACES, 1.27 um
4( 4 4) NICKEL MIN UNDERPLATE. 3.81 um MIN MATTE TIN ON CONTACT TAILS.
4 R - LATCH LOCK AND SPRING: SPRING STEEL, NICKEL PLATE.
L175] 660 - EMI/RFI HOOD: BRASS, TIN PLATE
[.260] 2. FLECTRICAL CHARACTERISTICS:
7.30 O LED CONDUCTORS - RATED VOLTAGE: 125 VAC
- N [.287] O RJ45 CONTACTS - TYPICAL CONTACT RESISTANCE: 20 mOhm
O RM5 SHELL GROUND CONTACT - INSULATION RESISTANCE: >500 MOhm
O CONNECTOR LOCATION PINS - DIELECTRIC STRENGTH: 1000 VAC, 60 SECONDS
PCB LAYOUT - TRANSMISSION SPECIFICATION/CLASS: COMPLIES WITH CAT6 PER TIA/EIA-5688
2:1 - PoE+ COMPLIES WITH 802.3at Type 2
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